
Products for industries

adhesives/sealants/casting resins

the Polymix brand belongs to 
Inchimica® division of Prospero s.r.l.

Inchimica® is focused on the 2K 
urethane resin manufacturing and 
formulation.
the 20 years old experience of our 
R&D department allows us to develop 
specific solutions with a precise focus: 
make applications easier, clean and 
reliable.

INCHIMICA Division of Prospero srl a socio unico
Via Emidio Villa 17, 42124 Reggio Emilia, Italy
Ph.: + 39 0522 506161 Fax: + 39 0522 920553

www.polymix.net - inchimica@imm-group.net

Note:  * Gel time (50 g @ 20 °C)   ** Demould time (50 g @ 20 °C)

ADHESIVES CASTING RESINS
MMA PUR PUE

300 310 340 136 130 131 132 134 091 205-SL

MMA MMA MMA PU PU PU PU PU PU PU

cream/black cream cream black water clear water clear water clear water clear water clear grey

1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 2.5:1 1:1

rigid rigid rigid rigid rigid rigid rigid semirigid flexible flexible

78 D 78 D 78 D 80 D 84 D 84 D 84 D 45 D 60 A 40 D

5 15 40 5 7 * 40 * 80 * (4 kg) 15 15 5

15 60 180 15 50 ** 100 ** 600 ** (4 kg) 90 180 15

8 12 24 8 20 4 (@ 60 °C) 5 (@ 80 °C) 10 24 8

50 50 50 15 0,4 0,4 0,4 0,7 ,6 15

90 50 30 50 90 90 90 30 60 50

+10 / +30 +10 / +30 +10 / +30

0,95 0,95 0,95 1,08 1,12 1,12 1,12 1,12 1,12 1,08

19 19 19 15 12 12 12 140 200 140

29 29 29 23 49 49 49 20 7 20

n/a n/a n/a 1,2x1015 2,5x1015 2,5x1015 2,5x1015 1,8x1014 1,2x1011 1,8x1012

n/a n/a n/a 0,21 0,21 0,21 0,21 0,20 0,20 0,20

n/a n/a n/a 3,8 4 4 4 3,1 2,7 3,1

n/a n/a n/a 25 26 26 26 22 20 22

-36 / +121 -36 / +100 -40 / +90

+5 / +10 +20 / +30

12

* * * ***** n/m n/m n/m n/m n/m **

* * * ** n/m n/m n/m ***** n/m ****

** ** ** ***** n/m n/m n/m n/m n/m **

* * * ***** n/m n/m n/m n/m n/m **

** ** ** ** ***** ***** ***** ***** ***** ***

** ** ** ** ***** ***** ***** ***** ***** ***

**** **** **** *** ***** ***** ***** ***** ***** ***

***** ***** ***** **** ***** ***** ***** ***** ***** ****

***** ***** ***** *** ***** ***** ***** ***** ***** ****

*** *** *** ** n/m n/m n/m ***** n/m ****

** ** ** * n/m n/m n/m n/m n/m **

*** *** *** * n/m n/m n/m n/m n/m **

*** *** *** ** n/m n/m n/m n/m n/m ****

* * * * ***** ***** ***** ***** ***** **

**** **** **** ** n/m n/m n/m n/m n/m ****

**** **** **** ** n/m n/m n/m n/m n/m ****

**** **** **** *** n/m n/m n/m n/m n/m ****

* * * * ***** ***** ***** ***** ***** **

** ** ** ***** n/m n/m n/m ***** n/m **

• Assembling
• Flooring
• Maintenance
• Sealing

MARINE

• Advertising panels 
bonding

• Concrete repair
• Chemical anchoring
• Sealing

CoNStRUCtIoNS

• Potting and  
encapsulating

• transformers
• Capacitors

ELECtRoNIC
INDUStRY

MANUFACtURING

• Assembling
• Composite panel 

bonding
• Maintenance
• Sealing

• Bumper repair
• tuning
• Panel bonding
• Maintenance

AUtoMotIVE



ADHESIVES ADHESIVES AND SEALANTS
PUR PUR PUE

TECHNICAL DATA 104 105 106 107 112 113 115 116 117 127 128 142 250 006 087 085 230 205 235 242

Chemical base PU PU PU PU PU PU PU PU PU PU PU PU PU PU PU PU PU PU PU PU

Colour black black black black natural grey grey black black natural natural water clear black black/natural black/natural black/natural black/natural natural black grey

Mixing ratio (by volume) 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1 1:1

Toughness rigid rigid rigid rigid semirigid rigid rigid rigid rigid rigid rigid semirigid rigid flexible flexible flexible flexible semirigid flexible flexible

Hardness (Shore) 80 D 80 D 70 D 70 D 60 D 80 D 80 D 80 D 80 D 80 D 70 D 45 D 70 D 85 A 85 A 85 A 85 A 40 D 60 A 85 A

Working time (min - 10 gr @ 20 °C) 1 5 1 5 45 sec 1 5 20 60 30 sec 5 3 1 1 5 15 40 5 5 15

Bonding time (min @ 20 °C) 5 15 5 15 3 5 15 60 180 2 15 20 5 5 15 60 180 15 15 60

Full curing time (h @ 20 °C) 4 8 4 8 3 4 8 12 24 3 8 8 4 4 8 12 24 8 8 12

Viscosity (Pas) 50 50 50 50 40 50 50 40 40 50 50 6 30 50 50 50 50 40 50 60

Reaction temperature (°C) 80 50 80 50 80 80 50 30 30 80 50 60 80 65 50 30 30 50 50 30

Application temperature (°C) +10 / +30 +10 / +30 +10 / +30

Specific weight (kg/l) 1,08 1,08 1,08 1,08 1,06 1,13 1,12 1,10 1,09 1,09 1,11 1,07 1,37 1,07 1,07 1,08 1,06 1,08 1,05 1,08

Elongation at break (%) 15 15 20 20 30 15 15 15 15 15 15 140 20 190 190 190 190 140 250 190

Tensile strength (N/mm2)      23 23 22 22 20 23 23 23 23 25 23 20 22 8 8 8 8 20 7 8

Resistivity (Ωcm) 1,2x1015 1,2x1015 4,8x1014 4,8x1014 5,4x1012 1,2x1015 1,2x1015 1,2x1015 1,2x1015 1,2x1015 4,8x1014 1,8x1012 4,8x1014 1,2x1011 1,2x1011 1,2x1011 1,2x1011 1,8x1012 1,2x1011 1,2x1011

Thermal conductivity (W/mK) 0,21 0,21 0,22 0,22 0,22 0,21 0,21 0,21 0,21 0,21 0,22 0,20 0,35 0,20 0,20 0,20 0,20 0,20 0,20 0,20

Dielectric constant er 3,8 3,8 3,5 3,5 3,2 3,8 3,8 3,8 3,8 3,8 3,5 3,1 3,5 2,8 2,8 2,8 2,8 3,1 2,7 2,8

Dielectric strength (kV/mm) 25 25 24 24 23 25 25 25 25 25 24 22 22 21 21 21 21 22 20 21

Service temperature (°C) -36 / +100 -36 / +100 -40 / +90

Storage temperature (°C) +20 / +30 +20 / +30

Shelf life (month) 12 12

Suitable for:

Wood ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ** ** ** ** ** ** **

Glass ** ** ** ** ** ** ** ** ** ** ** ** ** **** **** **** **** **** **** ****

Marble ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ** ** ** ** ** ** **

Concrete ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ** ** ** ** ** ** **

Brass ** ** ** ** ** ** ** ** ** ** ** ** ** *** *** *** *** *** *** ***

Copper ** ** ** ** ** ** ** ** ** ** ** ** ** *** *** *** *** *** *** ***

Aluminium *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** ***

Stainless steel **** **** **** **** **** **** **** **** **** **** **** **** **** **** **** **** **** **** **** ****

Galvanised steel *** *** *** *** *** *** *** *** *** *** *** *** *** **** **** **** **** **** **** ****

PVC ** ** ** ** ** ** ** ** ** ** ** ** ** **** **** **** **** **** **** ****

EPDM * * * * * * * * * * * * * ** ** ** ** ** ** **

PA * * * * * * * * * * * * * ** ** ** ** ** ** **

PMMA ** ** ** ** ** ** ** ** ** ** ** ** ** **** **** **** **** **** **** ****

PP * * * * * * * * * * * * * ** ** ** ** ** ** **

ABS ** ** ** ** ** ** ** ** ** ** ** ** ** **** **** **** **** **** **** ****

PC ** ** ** ** ** ** ** ** ** ** ** ** ** **** **** **** **** **** **** ****

SMC *** *** *** *** *** *** *** *** *** *** *** *** *** **** **** **** **** **** **** ****

Rubber * * * * * * * * * * * * * ** ** ** ** ** ** **

Ceramic ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ***** ** ** ** ** ** ** **

Polymix Bonding Solutions is a complete line of polyurethane based products 
specifically developed for the manufacturing market and for industrial maintenance.

Polymix products find several applications in car manufacturing industry (automotive, 
trucks and trains) for assembling plastic, metal, composite and synthetic parts, as well 
as for maintenance and repair of them.

They also find several application in electronic industry (insulation and protection 
of electric and electronic components), in aluminum frame industry, constructions 
(concrete repair and chemical anchoring), wood industry (bonding and repair), as well 
as in industrial maintenance and assembling.

Polymix offers a wide range of products for the above mentioned applications. In 
addition, Inchimica®’s R&D department develops customized solution based upon our 
customer’s requirements.

Polymix products are supplied in 2-component, 1:1 ratio, side by side cartridge 
available in several sizes (50 ml, 200 ml, 400 ml, 600 ml) and also in 1 kg, 5 kg, 25 kg 
or 200 kg drum for applications with automatic dispensing systems

In order to complete its PU based range of product, Polymix offers also some MMA 
based adhesives and all the necessary accessories for the proper application of every 
product such as dispensing guns and static mixers.

Products for industries


